
UHF Gate

The ABG Systems’ Gate is an innovative solution desi-
gned for efficient tracking and management of textiles, 
garments, and other items within various industries, in-
cluding healthcare, hospitality, and industrial laundries.
It utilizes advanced Radio Frequency Identification (RFID) 
technology to automate the identification, counting, and 
tracking processes. Here’s how it works:
The Gate Structure:
The Gate itself is a physical structure equipped with RFID 
readers and antennas. It is installed at strategic points 
within the facility, such as laundry entry and exit points, 
storage rooms, and other critical areas where textiles are 
handled.
Reading Process:
As tagged items pass through the Gate, the RFID readers 
automatically detect and read the tags. This process 
does not require line-of-sight or manual scanning, ma-
king it highly efficient and effective for bulk processing. 

The system can accurately read multiple tags simulta-
neously, even at high speeds.
Data Collection and Integration:
The information captured by the Gate is then transmitted 
to a central database or management software.
This integration allows for real-time tracking of items, 
inventory management, and detailed analysis of usage 
patterns. It enables facilities to monitor the whereabouts 
of their textiles, predict needs for restocking, and identify 
bottlenecks or losses.
Applications and Benefits:
By providing detailed insights into textile flows, the Gate 
helps facilities optimize their operations, reduce losses 
from misplaced or stolen items, and improve overall ef-
ficiency.
It is particularly useful in environments where accurate 
tracking of linen, uniforms, or other textiles is critical to 
operational success.



TECHNICAL DATA
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UHF GATE

Power Supply Voltage CE: 230 V Single Phase 50 Hz

Power Supply Voltage UL: 110 V Single Phase 60 Hz

Power Consumption: Pn 50 W

Structure Protection Class: IP12

Electrical Panel Protection Class: IP22

Insulation Class: I

Weight: 350  kg (approx) / 771.62 lb (approx)

Dimensions (LxPxH):                    1300x2200x2400 (mm) / 51.18x86.61x94.49 (in)

Internal length: 850/970

Structure Material: Painted Steel

Connectivity: Ethernet

Compatibility with Garment Identification Systems:              RFID technology UHF


