
Pad-40

Pad-40 is the new RFID desktop antenna from ABG 
Systems, designed to simplify and speed up the man-
agement of work garments in industrial laundries and 
professional wardrobes.
 
Thanks to its modern and attractive design and ad-
vanced technology, Pad-40 offers a versatile and 
high-performance solution for all RFID garment reading 
and identification operations.

Versatility and speed in every operation
With Pad-40 you can:
• Perform fast checks of garments upon entry and exit;
• Easily manage sorting operations;
• Add new items to the One software database (or 

third-party software) quickly and intuitively.
Whether it’s for routine checks or high-volume workflows, 

Pad-40 ensures fast and reliable readings, improving 
operational efficiency and reducing errors.

Design and durability
Elegant, sturdy, and made of aluminum and polycarbo-
nate, Pad-40 stands out for its contemporary design, 
created for professional environments where aesthet-
ics also matter.

Smart expandability
A secondary antenna module can be connected to 
Pad-40 via a simple coaxial cable. 
Depending on the software in use, this secondary 
antenna can operate as a standalone unit or as a 
functional extension of the primary antenna, offer-
ing greater operational flexibility and adaptability to 
more complex workflows.



TECHNICAL DATA

ABGSYS.COM

Operating Frequency: ETSI (EU) (865.6 - 867.6) MHz 
FCC (NA, SA) (902 – 928) MHz  

Power Supply:                                                                      Power over ethernet (PoE) 
Optional 24 V external power adapter 

Power Consumption: 9 W max. 
3 W standby

Communication Interface:                                                                                 Ethernet
USB HID keyboard emulation (USB Type-B)

RFid protocol: EPC Class1 Gen2

Operating Temperature: -20°C to +55°C

Dimensions: 400 mm x 400 mm x 60 mm 
15,75 in x 15,75 in x 2,36 in 

Weight: Primary Module: 3.000 g 
Secondary Module: 2.000 g 

Materials: Aluminum and polycarbonate
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