
Safe Gate 

Safe Gate is the new standard for the control and secu-
rity of work uniforms, towels, bathrobes, and flat linen.

Protection, control, and security in one solution:
Safe Gate is an all-in-one system designed to prevent 
losses and ensure the security of garments equipped 
with UHF RFID tags. 
It monitors their transit in real time, preventing unau-
thorized exits and reducing the risk of theft or con-
tamination, especially in sensitive environments such 
as hospitals, laboratories, pharmaceutical, and food 
industries.

Continuous and precise monitoring: 
Thanks to its primary unit, Safe Gate can manage 
up to 3 secondary modules, covering up to 4 con-
trol zones for effective and scalable monitoring.  

Easy ceiling installation: 
The system can be mounted on the ceiling using an 
anchored bracket or suspended via steel cables. The 
ideal operating height is between 2 and 3 meters from 
the floor, making Safe Gate adaptable to various envi-
ronmental configurations.

Smart alarms and advanced connectivity: 
Safe Gate is connected via Ethernet to a centralized 
local database, which analyzes data in real time and 
activates visual and/or audio alarms in case of unau-
thorized transits

Uncompromising security: 
With Safe Gate, facilities can ensure reliable and auto-
mated uniform control, preventing losses and improving 
operational management.



TECHNICAL DATA

ABGSYS.COM

Operating Frequency: ETSI (EU) (865.6 - 867.6) MHz 
FCC (NA, SA) (902 – 928) MHz 

Power Supply: Power over Ethernet (PoE)
Optional external power adapter

Power Consumption: Pn 36 W

Communication Interface: Ethernet

RFID Protocol: EPC Class1 Gen2

Compliance: EN 50364, EN 301 489,  
EN 302 208 (LBT), EN 300 220 I

Operating Temperature: -20°C to +55°C

Dimensions: 880 mm x 220 mm x 56 mm 
34.6 in x 8.7 in x 2.2 in

Weight: Primary Module: 4,300 g
Secondary Module: 3,900 g

Materials: Aluminum and methacrylate
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